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QUIC-DRAFT® Low LEVEL STRAINERS
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Model QD-450/500/600
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DESCRIPTION MODEL QD-450 | MODEL QD-500 | MODEL QD-600 | PCS. REQ.
Nozzle Casting 2030-110-115 2030-115-125 2030-125-135 1
Base Casting 2030-110-120 2030-115-130 2030-125-140 1
Upper Plate 2030-110-127 2030-115-137 2030-125-147 1
Screen 2030-110-155 2030-115-173 2030-125-185 2
Ball Knob 2030-000-130 2030-000-130 2030-000-130 5
Coupling/Pellets & Plug @ 2000-000-160 2000-000-175 2000-000-187 1
Bushing 2030-000-165 2030-000-165 2030-000-165 2
Hex. Head Bolt 1/2-13 x 1-3/8" 9110-105022 9110-105022 9110-105022 2
Flat Washer 3/8" I.D. 9114-123700 9114-123700 9114-123700 4
Drive Screw #6 x 5/16" 9020-101305 9020-101305 9020-10305 14
Dimensions (L x W x H) @ 17-172" x 13-1/2" 18" x 13-1/2" 22" x 16" x 14"

x 12-172" x 12-1/2"
Weight (Pounds) @ 25.0 28.0 31.4

() Part numbers shown for coupling with National Standard Threads (NST). Other couplings available.
@ Dimensions as measured with nozzle in lowered position.
@ Packaged weight, ready for shipping.
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